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e s Input Power | Impedance Operating
Part No. Sensitivity (nom./max.) (Ohm) Temp.(C)
. 120+3 dB at
Receiver 1KHz 100m Vrms 0.01W/0.02W
SD1308A 11243 dB at 8+15% -20°C~ +75°C
=+ a
Speaker 2KHz 283m Vrms 0.2W/0.3W
. 103+3 dB at 32+15%
Receiver 1KHz 100m Vrms 0.01W/0.02W = o
SD1512A -20°C~ +70°C
90£3 dB at average +1E0
Speaker | 9 UKHz 2.0 Vrms 0.5W/1.0W 8L 15%
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Mode: SSR ‘ ) J-O? Hode: S5 Z ‘Or
e Input Power | Impedance Operating
Part No. Sensitivity (nom./max.) (Ohm) Temp.(C)
. 117+ 3dB at
Receiver 1KHz.100m Vrms 0.03W/0.05W
SD1813B 8+15% -20°C~ +75°C
85+ 3 dB at average
Speaker 0.7~3 KHz 2 Vrms 0.5W/1.0W
, 120+ 3dB at
Receiver 1KHz.100m Vrms 0.01W/0.03W
SD1813D 8+15% -20°C~ +70°C
90+ 3 dB at average
Speaker 0.8~3 KHz 2 Vrma 0.5W/0.7W
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Part No. Sensitivity (nom./max.) (Ohm) Temp.(C)
, 120+ 3dB at
Receiver 1KH2 80m Vrms 0.01W/0.03W
SPIBTSE 90+ 3dB at average 8£15% ~20°C~ +60C
Speaker 0.8~3 KHz 2.0 Vrms 0.5W/0.7W
. 112+ 3 dB at
Receiver 1KHZ 60m Vrms 0.01W/0.02W
SD2414A 85+ dB at 8+15% -20°C~ +65°C
n ataverage
Speaker | 00~4KHz 1.55 Vrms 0.3W/0.5W
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Part No.

Sensitivity(dB)

Impedance (Q)
1000Hz 1Vrms

Operating
Temp.(°C)

DR0802-3032-01

110£3dB at 1KHz 180m Vrms

32+15%

-20°C ~+70°C

0.45gms.

DR1002-3032-22

108+ 3dB at 1KHz 100m Vrms

32+15%

-20°C ~+75°C

0.7gms.

DR1238A

100+ 3dB at 1KHz 100m Vrms

32%+15%

-20°C ~ +60°C

0.6gms.

DR1303A

105+3dB at 1KHz 100m Vrms

32+15%

-20°C ~+70°C

1.0gms.
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T Impedance () Operating )
Part No. Sensitivity(dB 5
y(dB)  1000Hz 1Vrms Temp.(c)  Weight
DR1304A 102+3dB 1KHz 180m Vrms -20°Cc ~+60°C
32+15% 1.0gms.
DR1304C 1023 dB 1KHz100m Vrms -40°C ~ +85°C
DR1503A 104+3dB 1KHz 180m Vrms 32+15%
-20°c ~ +60°C 1.2gms.
DR1503B 97+3dB 1KHz 180m Vrms 150%+15%
DR1558A 102+3dB 1KHz 180m Vrms 32+15% 20°c ~ +60°C 1.2gms.
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DR3101AW/H.A.C.

LF-DR3101B 'i‘?"”‘*."“"‘ teefy 1R S ol LT o e
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e Impedance () Operating .
Part No. Sensitivity(dB) 1000Hz 1Vrms | Temp.('C) Weight
DR2803A W/H.A.C. 150+20% 4.4gms.
DR2803B 120£20% 4.0gms.
95+3dB 1KHz 100m Vrms
DR2804A W/H.A.C. 150+20% 4.4gms.
-20°C ~ +60°C

DR2804B 150+20% 4.4gms.
DR3101AW/H.A.C.| 92+3dB 1KHz60m Vrms 150£20% 14.5gms.
DR3101B 94+3 dB 1KHz 60m Vrms 120+£20% 14.5gms.
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Sensitivity (dB) Impedance () Operating .
Felil o 1000Hz 60m Vrms 1000Hz1Vrms | Temp.(’C) Weight
DR3501AW/H.A.C
DR3501B 95+ 3dB
DR3502AW/H.A.C.
150+20% -20~+60 33.5gms.
DR3502B 98+3dB
DR3503AW/H.A.C.
95+3dB

DR3503B
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Mode: SSR s Qr
Sensitivity (dB) Impedance ()| Operating .
PartNo. 1000Hz 60m Vrms ~ |1000Hz 1Vrms Temp.(c) |  Weight
DR904HA W/H.A.C 95+3dB
150+20%
DR904 96+3dB -20 ~ + 60
36.5gms.
DR904-020 94+3dB 300+20%
DR905HA 95+3dB 150+20% 0~+50
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