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Part No. MB13T05 MB13T12
Rated Voltage (VDC) 5 12
Operating Voltage (VDC) 47 8~16
Current Consumption (mA) 30 max 30 max
Sound Pressure Level at 10cm ) )
90dB min. 90dB min.
Resonant Frequency (Hz)
2,400x300 2,400%300
Operating Temperature (°C
P - P (€) -30~+ 85 -30~+ 85
Weight
2.0gms. 2.0gms.
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(VDC)
Part No. MBO09B05 MB09B12
Rated Voltage (VDC) 5 12
Operating Voltage (VDC) 3~8 8~14
Current Consumption (mA) 30 max 33 max
Sound Pressure Level at 10cm 85dB min. 85dB min.
Resonant Frequency (Hz) 2.700+200 2.500+400
Operating Temperature (°C) -20~+80 -25~+70
Weight 1.0gms. 1.0gms.
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(VDC) (VDC) (VDO)
Part No. MB12A01 MB12A03 MB12A05 MB12A12
Rated Voltage (VDC) 15 3 5 12
Operating Voltage (VDC) 1 4~2 25 3~7 9~15
Current Consumption (mA) 25 max 30 max 30 max 30 max
Sound Pressure Level at 10cm 2548 min. 82dB min. 83dB min. 83dB min.
Resonant Frequency (Hz) 2.300+300 2.300+500 2,300+400 2,300+300
Operating Temperature (°C) - 20~+70 -20~+70 - 20~+70 -20~+70
Weight 1.6gms. 1.6gms. 1.6gms. 1.6gms.
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MB12B01 MB12B06 MB12B12 MB12B24
(dB) (mA) | (4B) (dB) (mA) | (dB) (mA)
WEEae IEVBC) L " (vpo) R u(\‘;;)C) (VDO)
Part No. MB12B01 MB12B06 MB12B12 MB12B24
Rated Voltage (VDC) 15 5 12 24
Operating Voltage (VDC) 1 3~2 37 8~15 15~27
Current Consumption (mA) 20 max 30 max 30 max 30 max
Sound Pressure Level at 10cm 754B min. 85dB min. 85dB min. 85dB min.
Resonant Frequency (Hz) 2.300+300 2.300+300 2.300+300 2.300+300
Operating Temperature (°C) - 20~+70 925~+80 - 20~+70 - 20~+70
g 2.0gms. 2.0gms. 2.0gms. 2.0gms.
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Part No. MB16A12 MB16A24
Rated Voltage (VDC) 12 24
Operating Voltage (VDC) 10~15 20~28
Current Consumption (mA) 30 max 30 max
Sound Pressure Level at 10cm 85dB min. 85dB min.
Resonant Frequency (H
quency (Hz) 2,300+400 2,300+400
o) ting T t L
perating Temperature (°C) - 20~+70 -20~+70
Weight
19 2.0gms. 2.0gms.
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Part No. MB22B24 MB23B12
Rated Voltage (VDC) 24 12
Operating Voltage (VDC) 20~26 9~15
Current Consumption (mA) 35 max 30 max
P Level at1
Sound Pressure Level at 10cm 85dB min. 85dB min.
Resonant Frequency (Hz)
400+100 400£100
Operating Temperature ("
P g Temp () - 20~+ 60 -10~+ 60
Weight 10g 10g
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Part No. MB26B06 MB26B12 MB26B24
Rated Voltage (VDC) 6 12 24
Operating Voltage (VDC) 4~8 8~16 20~28
Current Consumption (mA) 40 max 40 max 40 max
Sound Pressure Level at 10cm 85dB min. 85dB min. 85dB min.
R tF H
esonant Frequency (Hz) 400100 400100 400£100
Operating Temperature (°C) -20~+60 -20~+ 60 -20~+ 60
Weight
9 129 129 129
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