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MTO5A03
(SMD Package)
Non-washable
Reflow
MTO5B01

(SMD Package)
Non-washable

Reflow
MT05A03 MT05B01
Part No.
artNo MT05A03 MT05B01
Rated Voltage (Vo-p) 3 3
Operating Voltage (Vo-p) 24 2.5~4
Current Consumption (mA) 100 max 100 max
Sound Pressure Level at 10cm 75dB min. 75dB min.
Resonant Frequency (Hz) 4000 4,000
Operating Temperature (°C) -30~+70 -30~+70
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4

MT09T36

SMD Package

MTO09TO0S

MT09T36 MT09TO05
: h i = SN N :”I i
= . S .
Part No. MTO09T36 MTO09TO05
Rated Voltage (Vo-p) 36 5
Operating Voltage (Vo-p) 2~5 3~7
Current Consumption (mA) 80 max 100 max
Coil Resistance (Q) 15+2 30+5
Sound Pressure Level at 10cm 85dB min. 85dB min.
Resonant Frequency (Hz) 2700 2,700
Operating Temperature (°C) -20~+70 -20~+60
Weight 0.5gms. 0.5gms
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M

(SMD Package)
Non-washable
Reflow

MT13TO02 - LF-MT13T03

oK./

(SMD Package)
Non-washable

MT13T05 ~ LF-MT13T06

Reflow
MT13T02 MT13T03 MT13TO05 MT13TO06
Part No. MT13T02 MT13T03 MT13T05 MT13T06
Rated Voltage (Vo-
ge ( P) 5 12 5 12
(@) ting Volt Vo-
perating Voltage (Vo-p) 4~7 8~16 4~7 8~16
Gl Cereinypinem (i) 40 max 40 max 40 max 40 max
Coil Resistance (Q) 4545 140+ 14 45+5 140+14
Sound Pressure Level at 10cm . . . .
87dB min. 87dB min. 85dB min. 85dB min.
Resonant Frequency (Hz) 2 400 2400 2400 2.400
(@) ting T t i
perating Temperature (°C) 30~+85 _30~+85 _30~+85 30~+85
Weight
19 2.5gms. 2.5gms. 2.5gms. 2.5gms.
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MTO9AO01 - MTO9AO02 - MTO9A03

MTO9AO01 MTO09A02 MTO9AO03
PELS LI MT09A01 MT09A02 MT09A03
Rated Voltage (Vo-p) 15 3 5
Operating Voltage (Vo-p) 1~2 25 3~8
Current Consumption (mA) 80 max 70 max 80 max
Coil Resistance (Q) 5 5+2 25+4 40+4
Sound Pressure Level at 10cm 80dB min. 80dB min. 80dB min.
Resonant Frequency (Hz) 2,731 2.731 2,730
Operating Temperature (°C) -20~+60 -20~+70 -20~+70
el 1.0gms. 1.0gms. 1.0gms.

Win Trust Through Quality




CREST TECHNOLOGIES PTY LTD ABN 42 071 905 274

46 / 41 — 49 Norcal Road,
C r e S t Nunawading, Victoria 3131 AUSTRALIA.
Tel: (03) 98738830 Fax : (03) 9873 8802
technologies E-mail: sales@cresttech.com.au  Web-site: www.cresttech.com.au

MTO09BO1 - MTO09BOZ2 - MTO09BO03

MT09B01 MT09B02 MT09B03
PElizhle- MT09B01 MT09B02 MT09B03
Rated Voltage (Vo-p) 15 3 5
Operating Voltage (Vo-p) 1~2 o4 4~6
Current Consumption (mA) 80 max 70 max 80 max
Coil Resistance (Q) 5 5+ 1 25+4 40+4
Sound Pressure Level at 10cm 80dB min. 85dB min. 85dB min.
Resonant Frequency (Hz) 2,730 2.731 2,731
Operating Temperature (°C) -20~+60 -20~+60 -20~+60
Weight 1.0gms. 1.0gms. 1.0gms.
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L 3

MT09CO1 ~ MT09CO02 - MT09CO03

MT09C01 MT09C02 MT09C03
Part No. MT09C01 MT09C02 MTO09CO03
Rated Voltage (Vo-p) 15 3 5
Operating Voltage (Vo-p) 1~ 24 4~6
Current Consumption (mA) 80 max 70 max 70 max
Coil Resistance (Q) 50+2 25+ 40+4
Sound Pressure Level at 10cm 80dB min. 80dB min. 85dB min.
Resonant Frequency (Hz) 2.730 2.730 2,730
Operating Temperature (°C) -20~+60 -20~+60 -20~+70
Weight 1.0gms. 1.0gms. 1.0gms.
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MTO09DO1 - MTO09DO02 - MT0O9DO03
MT09DO01 MTO09DO02 MTO09DO03
Pt e MT09D01 MT09D02 MT09D03
Rated Volt Vo-
ated Voltage (Vo-p) 15 3 5
Operating Voltage (Vo-p) 1~ o 46
Current Consumption (mA) 80 max 80 max 100 max
Coil Resistance (Q) 5542 2542 40+6
Sound Pressure Level at 10cm . . .
80dB min. 83dB min. 85dB min.
Resonant Frequency (Hz) 2.730 2730 2.730
Operating Temperature (°‘C) 20~+60 -20~+60 -20~+60
Weight
©19 0.9gms. 0.9gms. 0.9gms.
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MTO9EO1 - MTO9EO2 - MTO9EO3
L d
MTO9EO1 MTO9EO02 MTO9EO3
PElizhle- MTO09E01 MTO09E02 MTO09E03
Rated Voltage (Vo-p) 15 3 5
Operating Voltage (Vo-p) 4~ 2~5 3~7
Current Consumption (mA) 80 max 80 max 80 max
Coil Resistance (Q) 55+6 27+4 47+5
Sound Pressure Level at 10cm 80dB min 85dB min. 85dB min.
Resonant Frequency (Hz) 2.730 2,730 2,730
Operating Temperature (°C) -20~+60 -20~+60 -20~+60
il 0.5gms. 0.5gms. 0.5gms.
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MT12A01 - MT12A02 -
MT12A01 MT12A02 MT12A03
Pt e MT12A01 MT12A02 MT12A03
Rated Volt Vo-
ated Voltage (Vo-p) 1.5 1.5 1.5
Operating Voltage (Vo-p) 1~ 1~3 1~2
Current Consumption (mA) 30 max 15 max 60 max
Coil Resistance (Q) 16+2 4246 8+ 1
S dP L lat10
oundFressure Levelat hem 85dB min. 80dB min. 80dB min.
Resonant Frequency (Hz) 2,048 2.048 2.048
Operating Temperature (°‘C) 20~+70 -20~+70 -20~+70
Weight 2.0gms. 2.0gms. 2.0gms.
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MT12A04 - MT12A05 - MT12A06 - MT12A08
MT12A04 MT12A05 MT12A06 MT12A08
PELS LI MT12A04 MT12A05 MT12A06 MT12A08
Rated Voltage (Vo-p) 15 36 12 5
Operating Voltage (Vo-p) 1~2 2~5 8~15 1~6
Current Consumption (mA) 12 max 80 max 50 max 40 max
Coil Resistance (a) 50+7.5 16+4 115413 42+4
Sound Pressure Levelat10cm | o0 15 i 85dBmin. |  85dB min. 88dB min.
Resonant Frequency (Hz) 2,048 2.048 2.048 2,048
Operating Temperature (°C) -20~+70 -20~+70 -20~+70 -20~+70
Weight 2.0gms. 2.0gms. 2.0gms. 2.0gms.
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MT12B01 - MT12B02 -
MT12B01 MT12B02 MT12B03
Part No. MT12B01 MT12B02 MT12B03
Rated Volt Vo-
ated Voltage (Vo-p) 15 15 15
Operating Voltage (Vo-p) 1~2 1~2 1~2
Current Consumption (mA) 30 max 70 max 10 max
Coil Resistance (Q) 15+4.5 6.5+ 1 42+6
Sound Pressure Level at 10cm 80dB min. 85dB min. 70dB min.
Resonant Frequency (Hz) 2.048 2.731 2,048
Operating Temperature (°C) - 20~+70 -20~+ 70 -20~+70
el 2.0gms. 2.0gms. 2.0gms.
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MT12B04 MT12B04 - LF-MT12B05

\
' MT12B05

Part No. MT12B04 MT12B05
Rated Voltage (Vo-p) 1.5 1.5
Operating Voltage (Vo-p) 1~2 1~2
Current Consumption (mA) 80 max 80 max
Coil Resistance (Q) 6.5+1 6.5+1
Sound Pressure Level at 10cm 85dB min. 85dB min
Resonant Frequency (Hz) 2.730 2,730
Operating Temperature (°‘C) - 20~+ 70 -20~+70
g 2.0gms. 2.0gms.
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MT12C01 ~ MT12C02 - MT12C08

MT12C01 MT12C02 MT12C08
et - MT12C01 MT12C02 MT12C08
Rated Voltage (Vo-p) 15 1.5 12
Operating Voltage (Vo-p) 1~3 1~2 8~15
Current Consumption (mA) 30 max 10 max 70 max
Coil Resistance (Q) 15+2 42+2 85+5
Sound Pressure Level at 10cm 75dB min. 70dB min. 75dB min.
Resonant Frequency (Hz) 2.048 2.048 2,048
Operating Temperature (°C) -20~+70 -25~+70 -20~+70
Weight 2.0gms. 2.0gms. 2.0gms.
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MT12C09 MT12C09
MT12C09-A MT12C09-A
MT12C10-E MT12C10-E
Part No. MT12C09 MT12C09-A MT12C10-E
Rated Voltage (Vo-p) 33 5 3
Operating Voltage (Vo-p) o5 4~7 2~4
Current Consumption (mA) 40 max 50 max 80 max
Coil Resistance (Q) 40+3 40+3 15+2
Sound Pressure Level at 10cm 70dB min. 75dB min. 80dB min.
Resonant Frequency (Hz) 2 048 2 048 2,000
Operating Temperature (°C) - 20~+ 70 -25~+70 -25~+70
Weight 2.0gms. 2.0gms 2.0gms.
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MT12D01 - MT12D02 - MT12D03
MT12E02
MT12D01 MT12D02 MT12D03 MT12E02
Part No.
MT12D01 MT12D02 MT12D03 MT12E02
R V Vo-
ated Voltage (Vo-p) 15 5 12 5
Operating Voltage (Vo-p) 1~2 38 615 38
Current Consumption (mA) 70 max 40 max 40 max 50 max
Soll Reslslznee () 16+4.5 47+5.2 140+14 40+6
Sound Pressure Levelat10cm | g5 i 85dB min. 85dB min. 85dB min.
Resonant Frequency (Hz) 2.400 2.400 2 400 2,300
Operating Temperature (°‘C) -20~+70 20~4+75 20~+70 20~+70
Weight 2.0gms. 2.0gms. 2.0gms. 2.0gms.
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MT16A01 ~ MT16A02 - MT16A03
»
MT16A01 MT16A02 MT16A03
P L, MT16A01 MT16A02 MT16A03
Rated Voltage (Vo-p) 15 6 12
Operating Voltage (Vo-p) 1~3 4~8 9~15
Current Consumption (mA) 12 max 40 max 40 max
Coil Resistance (Q) 27+4 50+7 1157
Sound Pressure Levelat 10cm 80dB min. 85dB min. 85dB min.
Resonant Frequency (Hz) 2.048 2.048 2,048
Operating Temperature (°C) -25~+70 -25~+70 -25~+70
Weight 2.0gms. 2.0gms. 2.0gms.
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MT25A01 - MT25A02 - MT25A03
MT25A01 MT25A02 MT25A03
P L, MT25A01 MT25A02 MT25A03
Rated Voltage (Vo-p) 5 8 12
Operating Voltage (Vo-p) 37 3~8 8~14
Current Consumption (mA) 80 max 70 max 55 max
Coil Resistance (Q) 27+4 36+6 126+12
Sound Pressure Levelat10em | o545 min, 85dB min. 85dB min.
Resonant Frequency (Hz) 730 1,000 1,000~1,500
Operating Temperature (°C) -25~+70 -20~+70 -40~+85
Weight 10.0gms. 10.0gms. 10.0gms.
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