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SMD Type
Non-washable
reflow
PE14T35A-B
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SMD Package
Non-washable
reflow
Sound Pressure Level Capacitance Input Operating Weight
PartNo. |(9Vp-p square wave, 10cm) (120Hz 25°C) Voltage Temp.(C) (gms)
PE13T40A 80dB min. 4100Hz 16,000pF +30% 25Vp-p -40~+85 1.3
max.
PE14T35A-B 80dB min. 3670Hz 15,000pF +30% 15Vp-p -20~+105 1.4
max.
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PE14P40A-50(Pitch : 5.0mm) - -
: PE14P40A-75(Pitch : 7.5mm)
Pin Type PE14P40A-100(Pitch : 10.0mm)
PE17P40A-10A
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. PE17P40A-10A(Pin-length : 6.5mm) S R 3
Pin Type PE17P40A-10B(Pin-length : 3.5mm) e
*Sound Current Input ; .
Part No. |Pressure Level Consumption Capacitance Voltage ?g:lrat(log? Wer:1gsht
" | (dBmin.)10cm | 9VDC(mA) 120Hz,25°C (Vp-p) P (gms)
80 3.0 max.
PE13P40D 12,000pF+30%| 25 max. -20~+70 1.3
4000Hz, 9Vp-p Square wave
PE14P40A-50 85 3.0 max.
PE14P40A-75 18,000pF +30%| 20max. | -20~+105 1.4
PE14P40A-100 4096Hz, 9Vp-p Square wave
PE17P40A-10A 88 3.0 max.
PE17P40A-10B 14,000pF+30% 20 max. | -20~+105 1.4
4000Hz, 9Vp-p Square wave
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