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*%Sound Current Oscillating Working i ;
Part No. Pressure Level| Consumption Frequency Voltage Qr::ﬁlr:t('ogs)’ V(\’er'l?sr;t
(dB min.)10cm | at 9VDC(mA) (= 0.5KHz) (VDC) ' J
4.5
PS14T40A-A 85 9.0 max. Continuous tone 3~24 -20~+105 1.0
4.5
PS14P40B 85 9.0 max. Continuous tone 3~24 -20~+105 1.0
PS24P34C-35
PS24P34C-65 85 8.0 max. 3.4 3~30 -20~+105 2.8
PS25P32A 85 8.0 max. 3.2 3~30 -20~+105 2.5
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Pin Length : 3 6 9 12 15 18 21 24 27 30
PS24P34A : 6.0mm (VDC)
PS24P34B : 12.0mm
PS24P34A-A'2 3'0mm
Pin Type PS24P34A-B : 4 5mm
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Pin Length :
LF-PS24P40A : 6.0mm
LF-PS24P40B : 12.0mm
. LF-PS24P40A-A : 3.0mm
Pin Type LF-PS24P40A-B : 4.5mm
*%Sound Current Oscillating Working i ;
Part No. Pressure Level|Consumptionat Frequency Voltage QrE;r:t(|ogg); V(\’er:?sr;t
(dBmin.)10cm | 9VDC(mA) (+ 0.5KHz) (VDC) ' g
PS24P34A 3.0
3.6
PS24P34B 90 8.0 max. 3.4 3~30 | -20~+70 30
PS24P34A-A 3.0
PS24P34A-B
PS24P40A 30
PS24P40B 3.6
PS24P40A-B 3.0
% 9VDC by recommended circuit
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Pin Type
Sound Current Oscillating Working | gperating Weight
Part No. Pressure Level Consumption Frequency Voltage Temp.(C) (gms)
(dB min.)10cm | at9VDC(mA) (£0.5KHz) (VDC) '

LF-PS30P26A 88 8.0 max. 2.6 3~30 -20~+70 4.0
LF-PS30P37A 88 8.0 max. 3.7 3~30 -20~+70 4.0
LF-PS39P34A 90 8.0 max. 3.4 3~30 -20~+70 2.8
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Lead Wire Type
*%Sound Current Oscillating Working i ;
Part No. Pressure Level|Consumption at Frequency Voltage QrE;r:t(|ogg); V(\’er:?sr;t
(dB min.)10cm | 9VDC(mA) (% 0.5KHz) (VDC) ' g
PS24W34A 85 8.0 max. 3.4 3~ 30 -20~+70 2.5
PS24W34B 85 8.0 max. 3.4 3~30 -20~+70 2.5
PS24W65A 90 8.0 max. 6.0 3~ 30 -20~+70 2.3
PS24W65B 85 8.0 max. 6.0 3~ 30 -20~+70 2.1
% 9VDC by recommended circuit
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