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XY103

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 24-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage:  Brass, Nickel Plated

Clamping: Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque: 0.4N.m

XY111A(5.0) -

XY111B(5.08)

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 15A

Wire Range: 28-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

Screw Terminal Blocks - PCB Mount

Poles:  2P-3P

Pitch:  5.0mm

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm

XYEK500_EEK500(5.0)

XYEK508_EEK508(5.08)
Poles:  4P , 6P

Pitch:  5mm, 5.08mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-18AWG 1mm 2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m
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XY112A(5.0) -

XY112B(5.08)

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 15A

Wire Range: 28-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

XY115A(5.0) -

XY115B(5.08)

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 15A

Wire Range: 28-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

XY116

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 2A

Wire Range: 20-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm

Poles:  Any poles 

Pitch:  3.5mm
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XY118

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 8A

Wire Range: 22-18AWG 1.0mm2

Housing: PBT ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

XY119A(5.0) -

XY119B(5.08)

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 8A

Wire Range: 22-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: Stainless Steel

XY120A(5.0) -

XY120B(5.08)

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 5A

Wire Range: 20-18AWG 2*0.75mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: Stainless Steel

Poles:  2P & 3P

Pitch:  5.0mm

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm
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XY121A(2.5) -

XY121B(3.5)

XY122R

XY122V

Poles:  Any Poles

Pitch:  2.5mm, 3.5mm

Poles:  Any Poles

Pitch:  5.08mm

Poles:  Any Poles

Pitch:  5.08mm

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 8A

Wire Range: 22-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins: Phosphor Bronze, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 10A

Wire Range: 22-14AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 10A

Wire Range: 22-14AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301
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XY123R

XY123V

XY124V-A(5.0) -

XY124V-B(5.08)

Poles:  Any Poles

Pitch:  2.54mm

Poles:  Any Poles

Pitch:  2.54mm

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 12A

Wire Range: 20-14AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

Screw Terminal Block Specifications:

Voltage Rating: 150V

Current Rating: 2A

Wire Range: 26-20AWG 0.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins: Brass, Tin Plated

Clamping: SUS301

Screw Terminal Block Specifications:

Voltage Rating: 150V

Current Rating: 2A

Wire Range: 26-20AWG 0.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins: Brass, Tin Plated

Clamping: SUS301



Screw Terminal Blocks - PCB Mount

Crest Technologies Pty Ltd

46/41-49 Norcal Rd Nunawading 3131, Australia

Tel: +61 3 9873 8830 Fax: +61 3 9873 8802

Email: sales@cresttech.com.au

Web: http://www.cresttech.com.au

XY124V-C(5.0) -

XY124V-D(5.08)

XY126R

XY126V

Poles:  Any Poles

Pitch:  5.0mm, 7.5mm and 10mm

          5.08mm, 7.62mm and 10.16mm

Poles:  2P & 3P

Pitch:  5.0mm

Poles:  2P & 3P

Pitch:  5.0mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-14AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 12A

Wire Range: 20-14AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-14AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.4N.m
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XY127R

XY127V

XY128R-A

Poles:  2P & 3P

Pitch:  5.0mm

Poles:  2P & 3P

Pitch:  5.0mm

Poles:  2P , 3P, 4P, 5P

Pitch:  5.0mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 18-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Zinc Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 13.5A

Wire Range: 26-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Brass, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 13.5A

Wire Range: 26-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Brass, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m
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XY128R-B

XY128V-A

XY128V-B

Poles:  2P , 3P, 4P, 5P

Pitch:  5.0mm

Poles:  2P , 3P, 4P, 5P

Pitch:  7.5mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 18-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Zinc Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 18-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Zinc Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 18-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Zinc Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m

Poles:  2P , 3P, 4P, 5P

Pitch:  7.5mm
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XY129R-A

XY129R-B

XY129V-A

Poles:  2P , 3P

Pitch:  5.0mm

Poles:  2P , 3P

Pitch:  5.0mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 24A

Wire Range: 26-12AWG 4.0mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 24A

Wire Range: 26-12AWG 4.0mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 24A

Wire Range: 26-12AWG 4.0mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Poles:  2P , 3P

Pitch:  5.0mm
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XY129V-B

XY130

XY166

Poles:  2P , 3P

Pitch:  9.5mm

Poles:  Any poles ( 2-24P )

Pitch:  5.0mm

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 12A

Wire Range: 18-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 24A

Wire Range: 26-12AWG 4.0mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 16A

Wire Range: 26-10AWG 6.0mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Zinc Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Poles:  2P , 3P

Pitch:  5.0mm
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XY167R

XY300R-A(5.0) - 

XY300R-B(7.5)

XY300V-A(5.0)

XY300V-B(7.5)

Poles:  2P , 3P

Pitch:  5.0mm, 7.5mm

Poles:  2P , 3P

Pitch:  5.0mm, 7.5mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 17.5A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 15A

Wire Range: 22-12AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

Solder Pins:  Brass, Tin Plated

Clamping: SUS301

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 17.5A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Poles:  2P , 3P

Pitch:  5.0mm
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XY301R-A(5.0)

XY301R-B(5.08)

XY301V-A(5.0)_

XY301V-B(5.08)

XY302R

Poles:  2P , 3P

Pitch:  5.0mm, 5.08mm

Poles:  2P , 3P

Pitch:  3.5mm

Screw Terminal Block Specifications:

Voltage Rating: 130V

Current Rating: 9A

Wire Range: 24-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 16A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.6, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 16A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.6, steel (Q235), Zinc Plated

Torque:0.4N.m

Poles:  2P , 3P

Pitch:  5.0mm, 5.08mm
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XY302V

XY303R

XY303V

Poles:  2P , 3P

Pitch:  3.81mm

Poles:  2P , 3P

Pitch:  3.81mm

Screw Terminal Block Specifications:

Voltage Rating: 130V

Current Rating: 9A

Wire Range: 24-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m

Screw Terminal Block Specifications:

Voltage Rating: 130V

Current Rating: 9A

Wire Range: 24-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m

Screw Terminal Block Specifications:

Voltage Rating: 130V

Current Rating: 9A

Wire Range: 24-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Cage: Steel, Nickel Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m

Poles:  2P , 3P

Pitch:  3.5mm
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XY304R-A(5.0)

XY304R-B(5.08)

XY304V-A(5.0)

XY304V-B(5.08)

XY350

Poles:  2P , 3P

Pitch:  5.0mm, 5.08mm

Poles:  2P , 3P

Pitch:  3.5mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-18AWG 1mm 2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 16A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Gauge: Brass, Nickle Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Poles:  2P , 3P

Pitch:  5.0mm, 5.08mm

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 16A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Gauge: Brass, Nickle Plated

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m



Screw Terminal Blocks - PCB Mount

Crest Technologies Pty Ltd

46/41-49 Norcal Rd Nunawading 3131, Australia

Tel: +61 3 9873 8830 Fax: +61 3 9873 8802

Email: sales@cresttech.com.au

Web: http://www.cresttech.com.au

XY305A(5.0)

XY305B(7.5)

XY306A(5.0)

XY306B(5.08)

XY307

Poles:  2P , 3P

Pitch:  5.0mm, 5.08mm

Poles:  2P , 3P

Pitch:  5mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-18AWG 1mm 2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M3.0, steel (Q235), Zinc Plated

Torque:0.5N.m

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 16A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Gauge: Brass, Nickle Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.3N.m

Poles:  2P , 3P

Pitch:  5.0mm, 7.5mm

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 16A

Wire Range: 22-14AWG 1.5mm2

Housing: PBT ( UL 94V-0 )

Wire Gauge: Brass, Nickle Plated

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.3N.m
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XY330R-A

XY330R-B

XY330V-A

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 10A
Housing: PBT ( UL 94V-0 )
Solder Pins:  Brass, Tin Plated

Poles: 2-24P

Pitch:  5.0mm

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 10A
Housing: PBT ( UL 94V-0 )
Solder Pins:  Brass, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 10A
Housing: PBT ( UL 94V-0 )
Solder Pins:  Brass, Tin Plated

Poles: 2-24P

Pitch:  5.0mm

Poles: 2-24P

Pitch:  5.0mm
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XY330V-B

XY331R

XY331V

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 10A
Housing: PBT ( UL 94V-0 )
Solder Pins:  Brass, Tin Plated

Poles: 2-24P

Pitch:  5.0mm

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 10A
Housing: PBT ( UL 94V-0 )
Solder Pins:  Brass, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating:250V

Current Rating: 10A
Housing: PBT ( UL 94V-0 )
Solder Pins:  Brass, Tin Plated

Poles: 2-24P

Pitch: 3.5mm

Poles: 2-24P

Pitch:  3.5mm
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XY332

XY334

Poles:  2-24

Pitch:  5.0mm

Poles:  2P , 3P

Pitch:  5.0mm, 7.5mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-18AWG 1mm 2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.6, steel (Q235), Zinc Plated

Torque:0.4N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 26-18AWG 1mm 2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.6, steel (Q235), Zinc Plated

Torque:0.4N.m

XY333
Poles:  Any poles ( 2-24P )

Pitch:  3.5mm

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 10A

Wire Range: 28-18AWG 1.0mm2

Housing: PBT ( UL 94V-0 )

Wire Cage:  Brass, Nickel Plated

Clamping: Phosphor Bronze, Nickel Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m
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XY602

XY603

XY604

Poles: 1P

Poles: 1P

Poles: 1P

Screw Terminal Block Specifications:

Voltage Rating: 400V

Current Rating: 24A

Wire Range: 22-14AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

 Clamping: SUS301
 Solder Pins:  Brass, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating: 400V

Current Rating: 24A

Wire Range: 22-14AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

 Clamping: SUS301
 Solder Pins:  Brass, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating: 400V

Current Rating: 24A

Wire Range: 22-14AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

 Clamping: SUS301
 Solder Pins:  Brass, Tin Plated
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XY607

XY608

XY705R

Poles:  2P,4P,6P,8P

Pitch:  5.6mm

Poles: 2P , 3P

Pitch: 7.5mm

Poles: 4P , 8P

Pitch: 2.08mm

Screw Terminal Block Specifications:

Voltage Rating: 100V

Current Rating: 4A

Wire Range: 28-20AWG 0.5mm2

Housing: PA66 ( UL 94V-0 )
 Solder Pins:  Phosphore Bronze, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating: 400V

Current Rating: 24A

Wire Range: 22-14AWG 2.5mm2

Housing: PA66 ( UL 94V-0 )

 Clamping: SUS301
 Solder Pins:  Brass, Tin Plated

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 16A

Wire Range: 22-14AWG 1mm 2

Housing: PBT ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m
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XY705V

XYEK381&EEK381

XYEK350&EEK350
Poles:  4P-6P

Pitch:  3.81mm,3.5mm

Poles:  2P , 3P

Pitch:  7.5mm

Screw Terminal Block Specifications:

Voltage Rating: 300V

Current Rating: 10A

Wire Range: 26-16AWG 1.5mm2

Housing: PA66 ( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.0, steel (Q235), Zinc Plated

Torque:0.2N.m

Screw Terminal Block Specifications:

Voltage Rating: 250V

Current Rating: 16A

Wire Range: 26-14AWG 2.5mm2

Housing: PBT( UL 94V-0 )

Wire Protector: Stainless Steel

Solder Pins:  Brass, Tin Plated

Screw: M2.5, steel (Q235), Zinc Plated

Torque:0.4N.m


