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CABLE CLAMP

I MATERIAL:NYLON 66(UL)
I FLAME CLASS :94V-2
; COLOR:NATURAL

1 UNIT:mm
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PARTNO | PACKAGE

T Q\ 5.2 YPCD-C9.2 500
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CABLE CLAMP

I MATERIAL:NYLON 66(UL)
I FLAME CLASS :94V-2
; COLOR:NATURAL

I UNIT:mm
19.7 7
N |
°f kQ\ i PARTNO | PACKAGE
g4.4 YPCDC-5 500
15.9?7
>

WIRE SADDLE SIDE ENTRY

| MATERIAL:NYLON 66(UL)
J FLAME CLASS :94V-2

1 COLOR:BLACK

J UNIT:mm

127 PARTNO [ PACKAGE
YPCDC-3.4 500
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CABLE CLAMP

I MATERIAL:NYLON 66(UL)
| FLAME CLASS :94V-2

;| COLOR:NATURAL

J UNIT:mm

PARTNO [ PACKAGE
YPCLCH-6 500

HOLE CHASSIS ¢4

CABLE CLAMP

| MATERIAL:NYLON 66(UL)
1 FLAME CLASS :94V-2

;1 COLOR:NATURAL

1 UNIT:mm

PARTNO | PACKAGE
YPMUC-01-8NT, 500

WIRE SADDLE SIDE ENTRY

I MATERIAL:NYLON 66(UL)
| FLAME CLASS :94V-2

;| COLOR:NATURAL

J UNIT:mm

PARTNO | PACKAGE
YPWCCL-3 500
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CABLE CLAMP

| MATERIAL:NYLON 66(UL)
| FLAME CLASS :94V-2
| COLOR:NATURAL

J UNIT:mm
B—— —D—
E— | 1
LE
= J

U
HOLE IN CHASSIS #3.5
CHASSIS THICKNESS 0.8~2.5

PARTNO.| A B c D E | PACKAGE
YPWLCO-1] 82 | 135] 6.0 | 8.0 | 6.2 1000
YPWLCO-2 | 120 | 162 6.0 | 8.0 f103

CABLE CLAMP

| MATERIAL:NYLON 66(UL)
| FLAME CLASS :94V-2
| COLOR:NATURAL

I UNIT:mm
~—21.5
~14.3
lr_ > PARTNO | PACKAGE
i YPWLCO-3 500
AT

HOLE IN CHASSIS #4.8
CHASSIS THICKNESS 0.8~2.5

WIRE MOUNT

1 MATERIAL:NYLON 66(UL)
| FLAME CLASS :94V-2
) COLOR:NATURAL

1 UNIT:mm
25.7 r11.8j
¢\<>5 PARTNO | PACKAGE
| YPWLC1 500
41
J? L.
7 | L) |
16.8
HOLE IN CHASSIS:#6.5
CHASSIS THICKNESS:0.8~1.6



