
 Sub-Miniature Pushbutton Switches

HOW  TO  ORDER

-118-

PA Series

P
A

S
u

b
-M

in
ia

tu
re

P
u

s
h

b
u

tt
o

n
 S

w
it
c
h

e
s
 

INITIAL CONTACT RESISTANCE:

INSULATION RESISTANCE:1G   min.at 500VDC.

DIELECTRIC STRENGTH:1,000 VAC rms.

ELECTRICAL LIFE AT FULL LOAD: 500,000 cycles.

OPERATING TEMPERATURE: -30°C to 85°C.

TOTAL TRAVEL:

PANEL THICKNESS:

OPERATING FORCE:

CONTACT BOUNCE:10 ms.

MECHANICAL LIFE:1,000,000 cycles.

TORQUE:1.5 Nm max.applied to nut.

SOLDERING:300  C max.for 5 seconds.

2N~5N

5.5N+/-1.5N.

- B1 series : 0.8 mm (.031) min. -1.8 mm (.071) max.
       - B2 series : 1.5 mm (.059) min. -4 mm (.157) max.
       - B3 series : 3.0±0.25 mm (.118) 

- B2 series : 1.5 mm (.059) min. -5.5 mm (.217) max.

PA S6

PA L6

1.5 mm(.59)

2.5 mm(.98)

50m   max.

100m   max.

PA S6/S7

PA L6

PA S6/S7

PA L6

PA S6/S7

PA L6

PA S6/S7

PA L6

PA S6/S7

PA L6

400mA 32VAC-100mA 50VDC-125mA 125VAC

100mA 24VDC-life expectancy 200,000 cycles
2A 125VAC-life expectancy 10,000 cycles

WITH LED ELECTRO-OPTICAL DATA :
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PAS6 SP Off-Mom

MODEL NO.

MODEL NO.

BUSHING

BUSHING

TERMINATIONS

TERMINATIONS

SEAL

SEAL CAPROHS

SOLDERING

ADDITIONAL

HARDWARE

ADDITIONAL

HARDWARE

CONTACT

MATERIAL

CONTACT

MATERIAL

B1 Snap-in

Snap-in

B2

B3

Threaded

bushing

M1 Solder lug

C Gold Over Silver

E

A

EPOXY(std)

Sealed

LED

LED

L

LED COLOR

LED COLOR

1

2

4

5

A

B

S Rohs & Lead Free

L2PAS7 SP On-Mom

(Without LED)

PAL6 SP Off-On
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 Sub-Miniature Pushbutton Switches

SWITCH  FUNCTION
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PAS6B2M1CESX - 1

PAS7B1M1CESX - 1

PAS6

SPST

SPST

PAS6B3M1CESX - 1

SPST

SP PAS7 OPEN1-3ON OFF(MOM)

SP PAL6 OFF ON

.047
1.20

.287
7.30

.078
2.00

RUBBER

WASHER

PAS6B1M1CESX - 1SPST

.015
0.40

.197
5.00

.472
12.00

.047
1.20

.078
2.00

.087
2.20

RUBBER

WASHER

RUBBER

WASHER
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SPST

SPST

SPST

SPST

PAS6L1CASX-1

PAL6B2M1CESX-1LY

PAS6B2M1CESX - 1LY

PAS6B2L3CESX-1

RUBBER

WASHER

.197
5.00

.370
9.40

.197
5.00

.047
1.20

.594
15.10

.015
0.40

.020
0.50 .200

5.08

.134
3.40

.130
3.30

.078
2.00

.287
7.30

6.4   1
.252

.008
0.20.110

2.80

.196
5.00

3.94
100   5

Heat Shrink Tube

.285
7.22

.315
8.00 .484

12.30

Y=LED Color

Y=LED Color
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SOLDERING PROCESSES
MANUAL SOLDERING Use soldering iron of 30 watts, controlled at 350

approximately 5 seconds while applying solder.
WAVE SOLDERING Recommended Soldering Temperature:260 5

Duration of Solder Immersion: 5 1 seconds 
(PCB is 1.6mm in thickness) 

SOLDERING Vapor phase 

Temperature Profile

Zone Room temperature Time ( Sec )

Pre-heat A 150 Min 120s

Soak B 180 ~200 Min 150s

Peak C 200 ~235 Min 30s

Peak D 235 ~260 Min 40s

Peak E 260 Max 10s 

                      Peak 260

250

200

150

100

50

                  A        B     C  D  E

Room

Temperature

Time Sec

IP 67 for the whole series:
Protected against the effects of 

immersion up to 1 m water(30mn)

1
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1
 m
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