WG12864F Graphic 128x64dots
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Feature Mechanical Data
1. Built-in controller TOSHIBA- (T6963C)
Item Standard Value Unit
2. +5V power supply - .
3.1/64 duty cycle Module Dimension 87.0x70.0 mm
4. Built-inN.V Viewing Area 72.0x40.0 mm
Mounting hole 82.0x65.0 mm
Pmno. Symbol Function Dot Pitch 0.52x0.52 mm
1 Vss Power Supply(0V)
2 Vdd Power supply (+5V) . .
Absolute Maximum Rating
3 Vo Power supply for LCD driver
4 C/D Command/data read/write Standard Value
wrl Item Symbol : Unit
5 RD Dataread L I e
6 WR Datawrite Power Supply VDD-VSS | 45 | 5.0 | 55 | V
7 DBO Databusline Input Voltage Vi 03| - |vop | V
8 DB1 Data bus line Note : VSS5=0 Volt, VDD=5.0 Volt.
9 DB2 Databusline
10 DB3 Databusline Electronical Character/stics
1 DB4 Databusline Standard Value
12 DB5 Databus line ltem Symbol| Condition min.| typ.|max| Unit
13 DB6 Data bus line Input\e"oltage VDD L level 0.7V, === Voo | WV
VIO H level 0 - | 0.3Vm| WV
14 DB7 Databusline
— Supply Current | DD VDD=5V | g7 | - |maA
15 CE Chipenable . fod LC Drivi -20C 9.6 | 10.1] 10.6
S BCOmmende rming ooc 9.4 9.9 10.4
16 RST Controller reset Vollage for Normal Temp. | \yp p.-v/0 25¢C 94 | 96 | 104 | V
17  Vee Negative Voltage Version module 50C 87 | 9.2 | 97
70C 85 | 9.0 | 95
18 Md2  Pinsfor selection of number of columns LED Forward Voltage|  VF 25%C - 4.2 - |V
19 FSI Fontselect LED Forward Current|  IF 25°C - | 480 | --- |MA
20  HLT  Clock operaling stop signal ELPowerSupplyCurenl  1EL | Vel=t{OVACHO0Hz| - | -~ | 5.0 | mA
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