WH1602P Gharacter 16x2
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Feature Mechanical Darta
1. 5x8 dots includes cursor ltem Standard Value Unit
2. Built-in controller (KS0066 or Equivalent) Module Dimension 85.0x25.2 mm
3. +5V power supply Viewing Area 66.0x16.0 mm
4. 1/16 duty cycle Mounting hole 80.5x22.0 mm
5. Optional:smaller character size (2.95x4.35mm) Character Size 2.95x5.55 mm

Pi"NQ Symbol Function

DB7 Databusline
DB6 Databusline
DB5 Databusline
DB4 Databusline
DB3 Databusline
Data bus line
DB1 Databusline
DBO Databusline
E H{>L Enable signal
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R/W  HAL Re¢ad/Write signal
11 RS  HAL Register select signal
12 Vo Conftrast Adjustment
13 Vss GN
14 Vvdd Power Supply(+5V)
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Absolute Maximum Rating

Standard Value
Item Symbol Unit
mln.l typ. | max.
Power Supply vDD-VvSSs | 03 ---  T.0 \%
Input Voltage Vi 03 -—- VDD | V

Note : V8S=0 Volt, VDD=5.0 Volt.

Electronical Characteristics

Standard Value
Item Symbol Condition Unit
min.| typ. max

InputVoltage | vbb = vbD=+sv | 47 | 50 | 563 | v

Supply Current | 10D VDD=5V =12 15 | mA
. -20C - | - | 5.2
Recommended LC Driving o - a2
Voltage for Normal Temp. | \yp v/ 25°C - |38 - |V
Version module 50C 3.5 | - -
70°C 32 | - | —
LED Forward Voltage|  VF 25T - | 42 48| V
oy | A - [ 100 | -
LED Forward Current|  IF | 25°C I foge | 20 [ 4™
ELPowerSupplyCurren]  1EL | Vel=110VAC:400Hz| --- | -- | 5.0 | mA

Display Charactler Address Code .
Display position 1 2 3 4 5 6 7 8 9101112 131415 16

DD RAM Address|gggl| [T T T I IT IEEI
DD RAM Address | [ [ [ 1] [ ] | [ ] |4F| {
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